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TIMER FUNCTION

TIMER OFF (Programmed Stop)

NOTES:

Programmed Stop - TIMER OFF

Example of TIMER OFF setting

To stop the air conditioner in 10.00 hours:
Press the TIMER OFF button: the last setting of stopping operation
time and the signal “h” will show on the display area.
Press the TIMER OFF button to display “10h” on the TIMER OFF
display of the remote controller.
After 0.5 seconds since the time for programmed stop was set,
the remote control will send settings to the Indoor Unit.
After 2 seconds, the signal “h” will go out and remote control will
display set temperature again. 

1. 

2. 

3. 

TIMER OFF function allows you to program the automatic
stop of the air conditioner according to your needs.
In this way, the air conditioner will stop operating at your
desired time.

1.

2.

Press TIMER OFF button: remote controller will
display “TIMER OFF” indication, the signal “h” and
the digits for programming the setting. The remote
controller is ready to receive the setting for TIMER
OFF.

Press again TIMER OFF button for several times, till
reaching your desired time for the air conditioner’s
automatic stop. At each press of the button, time
increases by 30-minutes’ steps till 10 hours, and
by 60-minutes‘ steps from 10 to 24 hours.

When “TIMER” function is selected, the remote controller automatically sends signals for programmed start/stop to the
Indoor Unit. If you would like to be sure that these signals are received by Indoor Unit, it is necessary to address the
remote controller towards the Indoor Unit’s signal receiver, and check that no obstacles could affect the impulses’
transmission.  

CAUTION !

Time increases are 30-minutes’ steps till 10 subsequent hours, and 60-minutes’ steps from 10 to 24 hours.
The remote controller’s Timer is not a clock, so it is necessary to set the time period - not the exact time - for
programmed stop.
 Unlike operation modes, TIMER settings are not kept in memory by the microcomputer, therefore if a power
failure occurs, TIMER settings will be cancelled and need to be set again.

Before selecting TIMER settings, it is possible to choose your desired operation mode. 

TIMER max. range is 24 hours, i.e. it is not possible to operate weekly settings. 

To modify TIMER settings, press again TIMER OFF button and repeat the above procedure for TIMER OFF setting.

1.

2.

3.

4.

5.

To cancel Timer setting
To cancel TIMER OFF setting, adjust the TIMER
time to 0:00.

Stop

On

Set             10 hours later

1

MODE

FAN

TEMP

ON/OFF

TIMER
  ON

TIMER
  OFF

  

SHORT
CUT

SELF CLEAN

FRESHSLEEP

TURBO FOLLOW MELED
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TIMER FUNCTION

COMBINED TIMER (Setting both ON and OFF timers simultaneously)
TIMER ON/OFF or TIMER OFF/ON function allows you to set the automatic start/stop or stop/start
of the air conditioner at your desired time.

NOTES

TIMER OFF / TIMER ON  (On / Stop / Start operation)
This feature is useful when you want to stop the air conditioner after you go to bed, and start it again in
the morning when you wake up or when you return home. 

To stop the air conditioner 2 hours after setting and start it again 10 hours after setting. 

Press the TIMER OFF button.
Press the TIMER OFF button again to display “2.0h”
on the TIMER OFF display.
Press the TIMER ON button.
Press the TIMER ON button again to display “10h” on
the TIMER ON display.
Wait for the remote control to display the setting
temperature.

1.
2.

3.
4.

5.

Example

Example

TIMER ON / TIMER OFF (Off / Start / Stop operation)
This feature is useful when you want to start the air conditioner before you wake up and stop it after
you leave the house. 

To start the air conditioner 2 hours after setting, and stop it 5 hours after setting. 

Press the TIMER ON button.
Press the TIMER ON button again to display “2.0h”
on the TIMER ON display.
Press the TIMER OFF button.
Press the TIMER OFF button again to display “0.5h”
on the TIMER OFF display.
Wait for the remote control to display the setting
temperature.

1.
2.

3.
4.

5.

When “TIMER” function is selected, the remote controller automatically sends signals for programmed start & stop to
the Indoor Unit. If you would like to be sure that these signals are received by Indoor Unit, it is necessary to address
the remote controller towards the Indoor Unit’s signal receiver, and check that no obstacles could affect the impulses’
transmission.  

CAUTION !

Time increases are 30-minutes’ steps till 10 subsequent hours, and 60-minutes’ steps from 10 to 24 hours.
The remote controller’s Timer is not a clock, so it is necessary to set the time period - not the exact time - for
programmed start/stop.
 Unlike operation modes, TIMER settings are not kept in memory by the microcomputer, therefore if a power
failure occurs, TIMER settings will be cancelled and need to be set again.
Before selecting TIMER settings, it is possible to choose your desired operation mode. 
TIMER max. range is 24 hours, i.e. it is not possible to operate weekly settings. 

1.

2.

3.

4.

On
Stop

2 hours later
after setting

Set

Start

10 hours later
after setting

Off Stop

Start

2 hours later
after setting

5 hours later
after setting

Set
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CORRECT USE OF REMOTE CONTROLLER

1) Make sure the 2 batteries (“AAA” type, 1.5V) are fully charged and correctly fitted in the special slot 

on the remote controller, by respecting the polarity marked on the remote controller itself. The batteries' 

average life is of about 6 months ~ 1 year.

2) Use the remote controller by turning it towards the Indoor Unit at no more than 8 metres from the 

Unit itself.

3) The remote controller will not work properly if curtains, doors or other objects placed between the 

remote controller and the infrared receiver on the Indoor Unit do not allow the signal transmission.

4) If the remote controller is placed sideways as regards to the signal receiver, it will operate within a 

max. angle of 30° on the right or on the left from the receiver. If the remote controller is fixed on its wall 

bearing, it will work within a side distance of 0.5 metres on the right or on the left from the receiver.

5) If the infrared receiver on Indoor Unit is exposed to direct sunlight, the remote controller (and 

consequently the air conditioner) probably will not work properly.

6) In order to avoid interferences, keep the remote controller at least 1 metre away from Hi-Fi, TV, radio 

and in general from appliances generating electromagnetic fields.

7) If the remote controller stops to operate correctly, please remove the batteries in order to reset it, 

then reinsert the batteries after a few minutes and check if now the remote controller operates correctly.

8) Do not wet the remote controller and prevent any liquid from falling into it.

9) Handle the remote controller with care and pay attention not to drop it nor place heavy objects on it. 

Keep it far away from heat sources such as heaters, cooking stoves, electric blankets, etc.

10) Never use solvents nor strong detergents for cleaning the remote controller. Only use a soft, clean 

and dry cloth.

Installation & correct use of remote controller

Max. allowed distance: 8 metres

8m
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